
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904
4" POP-UP SPRAY - RAIN-PRO 904-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-40 PRD
4" POP-UP SPRAY - RAIN-PRO 904-40 PRD
4" POP-UP SPRAY - RAIN-PRO 904-40 PRD
4" POP-UP SPRAY - RAIN-PRO 904-40 PRD
4" POP-UP SPRAY - RAIN-PRO 904-40 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV
4" POP-UP SPRAY - RAIN-PRO 904-CKV
4" POP-UP SPRAY - RAIN-PRO 904-CKV
4" POP-UP SPRAY - RAIN-PRO 904-CKV
4" POP-UP SPRAY - RAIN-PRO 904-CKV
4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD
4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP
4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP
4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

328403.15-001
328403.15-002
328403.15-003
328403.15-004
328403.15-005
328403.15-010
328403.15-011
328403.15-012
328403.15-013
328403.15-014
328403.15-020
328403.15-021
328403.15-022
328403.15-023
328403.15-024
328403.15-030
328403.15-031
328403.15-032
328403.15-033
328403.15-034
328403.15-040
328403.15-041
328403.15-042
328403.15-043
328403.15-044
328403.15-050
328403.15-051
328403.15-052
328403.15-053
328403.15-054
328403.15-060
328403.15-061
328403.15-062
328403.15-063
328403.15-064
328403.15-070
328403.15-071
328403.15-072
328403.15-073
328403.15-074
328403.15-080
328403.15-081
328403.15-082
328403.15-083
328403.15-084

6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906
6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906
6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906
6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906
6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906
6" POP-UP SPRAY - RAIN-PRO 906-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-40 PRD
6" POP-UP SPRAY - RAIN-PRO 906-40 PRD
6" POP-UP SPRAY - RAIN-PRO 906-40 PRD
6" POP-UP SPRAY - RAIN-PRO 906-40 PRD
6" POP-UP SPRAY - RAIN-PRO 906-40 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV
6" POP-UP SPRAY - RAIN-PRO 906-CKV
6" POP-UP SPRAY - RAIN-PRO 906-CKV
6" POP-UP SPRAY - RAIN-PRO 906-CKV
6" POP-UP SPRAY - RAIN-PRO 906-CKV
6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD
6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD
6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP
6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP
6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP
6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP
6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP
6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP

328403.15-101
328403.15-102
328403.15-103
328403.15-104
328403.15-105
328403.15-110
328403.15-111
328403.15-112
328403.15-113
328403.15-114
328403.15-120
328403.15-121
328403.15-122
328403.15-123
328403.15-124
328403.15-130
328403.15-131
328403.15-132
328403.15-133
328403.15-134
328403.15-140
328403.15-141
328403.15-142
328403.15-143
328403.15-144
328403.15-150
328403.15-151
328403.15-152
328403.15-153
328403.15-154
328403.15-160
328403.15-161
328403.15-162
328403.15-163
328403.15-164
328403.15-170
328403.15-171
328403.15-172
328403.15-173
328403.15-174
328403.15-180
328403.15-181
328403.15-182
328403.15-183
328403.15-184

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912
12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912
12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912
12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912
12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912
12" POP-UP SPRAY - RAIN-PRO 912-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-40 PRD
12" POP-UP SPRAY - RAIN-PRO 912-40 PRD
12" POP-UP SPRAY - RAIN-PRO 912-40 PRD
12" POP-UP SPRAY - RAIN-PRO 912-40 PRD
12" POP-UP SPRAY - RAIN-PRO 912-40 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV
12" POP-UP SPRAY - RAIN-PRO 912-CKV
12" POP-UP SPRAY - RAIN-PRO 912-CKV
12" POP-UP SPRAY - RAIN-PRO 912-CKV
12" POP-UP SPRAY - RAIN-PRO 912-CKV
12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD
12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD
12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP
12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP
12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP
12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP
12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP
12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP

328403.15-200
328403.15-201
328403.15-202
328403.15-203
328403.15-204
328403.15-210
328403.15-212
328403.15-213
328403.15-214
328403.15-220
328403.15-221
328403.15-222
328403.15-223
328403.15-224
328403.15-230
328403.15-231
328403.15-232
328403.15-233
328403.15-234
328403.15-240
328403.15-241
328403.15-242
328403.15-243
328403.15-244
328403.15-250
328403.15-251
328403.15-252
328403.15-253
328403.15-254
328403.15-260
328403.15-261
328403.15-262
328403.15-263
328403.15-264
328403.15-270
328403.15-271
328403.15-272
328403.15-273
328403.15-274
328403.15-280
328403.15-281
328403.15-282
328403.15-283
328403.15-284

7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T
7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T
7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T
7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T
7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV
7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP
7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP
7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP

328403.15-301
328403.15-302
328403.15-303
328403.15-304
328403.15-305
328403.15-310
328403.15-311
328403.15-312
328403.15-313
328403.15-314
328403.15-320
328403.15-321
328403.15-322
328403.15-323
328403.15-324
328403.15-330
328403.15-331
328403.15-332
328403.15-333
328403.15-334
328403.15-340
328403.15-341
328403.15-342
328403.15-343
328403.15-344
328403.15-350
328403.15-351
328403.15-352
328403.15-353
328403.15-354
328403.15-360
328403.15-361
328403.15-362
328403.15-363
328403.15-364
328403.15-370
328403.15-371
328403.15-372
328403.15-373
328403.15-374
328403.15-380
328403.15-381
328403.15-382
328403.15-383
328403.15-384

13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T
13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T
13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T
13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T
13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV
13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV
13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD
13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD
13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD
13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD
13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD
13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD
13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD
13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD
13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD
13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD
13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP
13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP
13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP
13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP
13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP
13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP

328403.15-401
328403.15-402
328403.15-403
328403.15-404
328403.15-405
328403.15-410
328403.15-411
328403.15-412
328403.15-413
328403.15-414
328403.15-420
328403.15-421
328403.15-422
328403.15-423
328403.15-424
328403.15-430
328403.15-431
328403.15-432
328403.15-433
328403.15-434
328403.15-440
328403.15-441
328403.15-442
328403.15-443
328403.15-444
328403.15-450
328403.15-451
328403.15-452
328403.15-453
328403.15-454
328403.15-460
328403.15-461
328403.15-462
328403.15-463
328403.15-464
328403.15-470
328403.15-471
328403.15-472
328403.15-473
328403.15-474
328403.15-480
328403.15-481
328403.15-482
328403.15-483
328403.15-484

1
2
3
4
5
1
2
3
4
5
1
2
3
4
5
1
2
3
4
5
1
2
3
4
5
1
2
3
4
5
1
2
3
4
5
1
2
3
4
5
1
2
3
4
5

RISER MOUNT SPRAY SPRINKLER - RAIN PRO
RISER MOUNT SPRAY SPRINKLER - RAIN PRO
RISER MOUNT SPRAY SPRINKLER - RAIN PRO
RISER MOUNT SPRAY SPRINKLER - RAIN PRO
RISER MOUNT SPRAY SPRINKLER - RAIN PRO
RISER MOUNT SPRAY SPRINKLER - RAIN PRO
RISER MOUNT SPRAY SPRINKLER - RAIN PRO
RISER MOUNT SPRAY SPRINKLER - RAIN PRO
RISER MOUNT SPRAY HEAD W/PRD - RAIN PRO
RISER MOUNT SPRAY HEAD W/PRD - RAIN PRO
RISER MOUNT SPRAY HEAD W/PRD - RAIN PRO
RISER MOUNT SPRAY HEAD W/PRD - RAIN PRO

328403.15-501
328403.15-502
328403.15-503
328403.15-504
328403.15-505
328403.15-506
328403.15-507
328403.15-508
328403.15-550
328403.15-551
328403.15-552
328403.15-553

RAIN PRO SPRAY HEADS
4" POP-UP SERIES

RAIN PRO SPRAY HEADS
6" POP-UP SERIES

RAIN PRO SPRAY HEADS
12" POP-UP SERIES

RAIN PRO SPRAY HEADS
7" POP-UP SERIES

RAIN PRO SPRAY HEADS
13" POP-UP SERIES

RAIN PRO SPRAY HEADS
RISER MOUNTED SHRUB ADAPTERS

SPRINKLER CONSULTANT
IRRIGATION DETAILS FOR MANUFACTURING

WILLIAM B. CURTIS
Phone: (407) 830-7041

sprinkler-consultant@earthlink.net AMERICAN SOCIETY OF
IRRIGATION CONSULTANTS
PROFESSIONAL MEMBER

COPYRIGHT NOTICE:
© COPYRIGHT 2014 BY SPRINKLER CONSULTANT - THE PICTORIAL AND GRAPHIC EXPRESSIONS OF THE RAIN
PRO IRRIGATION POP-UP SPRAY SPRINKLER BODY, INCLUDED IN THE DETAIL ASSEMBLY, ALONG WITH ALL
OTHER COMPONENTS DISPLAYED IN THESE DETAILS, ARE COPYRIGHTED UNDER THE LAWS OF THE UNITED
STATES.  PERMISSION IS HEREBY AUTHORIZED BY SPRINKLER CONSULTANT AND RAIN PRO FOR USE OF
THESE IRRIGATION DETAILS EXCLUSIVELY TO IRRIGATION CONSULTANTS WHO DESIGN IRRIGATION
SPRINKLER SYSTEMS COMMERCIALLY.  THESE DETAILS ARE NOT FOR RESALE AND MAY NOT BE DUPLICATED,
REPRODUCED, MODIFIED OR REVISED IN ANY WAY, TO INCLUDE BUT NOT LIMITED TO, DELETING THE RAIN
PRO SPRAY HEADS OR THE TRADE NAME OF RAIN PRO FROM THE DETAIL OR BY SUBSTITUTING OR
REPLACING THE RAIN PRO SPRAY HEADS WITH ANOTHER SPRINKLER MANUFACTURERS PRODUCTS.  THESE
DETAILS SHALL ONLY BE USED COMMERCIALLY, FOR THE PURPOSE TO GRAPHICALLY ASSIST THE IRRIGATION
CONSULTANT IN SHOWING THE IRRIGATION CONTRACTOR WHICH SPRINKLER BODIES HAVE BEEN SELECTED
BY THE IRRIGATION DESIGNER AND HOW THE IRRIGATION DESIGNER WANTS THE IRRIGATION CONTRACTOR
TO INSTALL THE RAIN PRO SPRINKLER HEADS.  THE DETAIL ASSEMBLY LAYOUT, INCLUDING ALL EQUIPMENT
COMPONENTS SHOWN IN THESE DETAILS, AND THE GRAPHIC FORMAT OF THESE DETAILS, SHALL REMAIN IN
PERPETUITY THE EXCLUSIVE PROPRIETARY PROPERTY OF SPRINKLER CONSULTANT.

POP-UP WITH
NO FEATURES

POP-UP WITH
PRD-30

(30 PSI PRESSURE
REGULATOR)

POP-UP WITH
PRD-40

(40 PSI PRESSURE
REGULATOR)

POP-UP WITH
CKV

(CHECK VALVE)

POP-UP WITH
CKV & PRD30

(CHECK VALVE) & (30 PSI
PRESSURE REGULATOR)

POP-UP WITH
CKV & PRD40

(CHECK VALVE) & (40 PSI
PRESSURE REGULATOR)

POP-UP WITH
NP

(PURPLE NON-POTABLE CAP)

POP-UP WITH
CKV-PRD-NP

(CHECK VALVE),
(PRESSURE REGULATOR 30 PSI)

(PURPLE NON-POTABLE CAP)
POP-UP WITH
CKV-PRD-NP

(CHECK VALVE),
(PRESSURE REGULATOR 40 PSI)

(PURPLE NON-POTABLE CAP)

SPRAY SPRINKLER
 HEAD FEATURES

DESCRIPTION: DETAIL NUMBER DESCRIPTION: DETAIL NUMBER DESCRIPTION: DETAIL NUMBER DESCRIPTION: DETAIL NUMBER DESCRIPTION: DETAIL NUMBER DESCRIPTION: DETAIL NUMBER

DETAIL INSTRUCTIONS:

1. READ ACROSS TO SELECT THE SPRINKLER HEAD DESIRED BY SELECTING THE POP-UP HEIGHT FROM THE SCHEDULE BELOW OF THE SPRAY BODY SPRINKLER HEAD (S) THAT YOU WANT TO SELECT.
2. THERE ARE FIVE (5) DIFFERENT TYPE OF SWING JOINT ASSEMBLIES (SHOWN BELOW) FOR EACH TYPE AND POP-UP HEIGHT FOR EACH SPRINKLE .

THE 5 CATEGORIES OF POP-UP BODIES TO CHOSE FROM, I.E., 4", 6", 12", STANDARD BODIES, AND 7" & 13" TELESCOPE BODIES ALL WITH DIFFERENT SWING JOINT TYPES.
3. READ DOWN THE 9 CATEGORIES TO FIND THE SPRINKLER HEAD WITH THE FEATURES INCORPORATED IN THE SPRAY BODY SPRINKLER, I.E., 1) WITH NO SPECIAL FEATURES, 2) WITH 30 PSI PRS,

3) WITH 40 PSI PRS, 4) WITH CHECK VALVE, 5) WITH CHECK VALVE AND 30 PSI PRS, 6) WITH CHECK VALVE AND 40 PSI PRS, 7) WITH PURPLE CAP FOR NON-POTABLE WATER, 8) WITH 30 PSI PRS AND
PURPLE CAP FOR NON-POTABLE WATER, 9) WITH 40 PSI PRS AND PURPLE CAP FOR NON-POTABLE WATER.

4. THERE ARE 45 NUMBERED VARIOUS SPRINKLER BODIES IN EACH POP-UP HEIGHT CATEGORY AND 9 CATEGORIES WITH SPECIALITY FEATURES.
5. ONCE YOU HAVE SELECTED THE POP-UP HEIGHT AND FEATURES IN THE VARIOUS CATEGORIES, SELECT THE DETAIL NUMBER SHOWN NEXT TO THAT SPRINKLER BODY. COPY THAT PARTICULAR

DETAIL NUMBER THEN PASTE IT INTO THE DETAIL MANAGER, IN THE "SELECT WINDOW" DIALOGUE BOX.  NEXT SELECT "ADD TO PROJECT" SO THAT DETAIL WILL BE ADDED INTO YOUR PROJECT,
THEN YOU CAN LATER ADD ALL YOUR DETAILS  ONTO YOUR DETAIL SHEET.

NOTE:
THERE ARE 5 DIFFERENT TYPE OF SWING JOINT SHOWN FOR EACH TYPE OF SPRINKLER BODY WITH ALL THE VARIOUS FEATURES AVAILABLE. FOR EXAMPLE, UNDER THE 4" POP-UP SERIES, IN THE
POP-UP WITH 30 PSI PRESSURE REGULATOR YOU WILL SEE 5 DIFFERENT DETAILS, EACH HAS A DIFFERENT SWING JOINT SELECT THE SPRINKLER HEAD DESIRED.

RAIN PRO SPRAY BODY
SPRINKLER BODY

DETAIL DIRECTORY

30-45°

5 DIFFERENT STYLES OF SWING JOINTS  FOR SPARY HEADS

1. FACTORY ASSEMBLED FUNNY PIPE SWING JOINT
2. PVC FITTINGS AND NIPPLES
3. CONTRACTOR ASSEMBLED FUNNY PIPE SWING JOINT
4. FLEXIBLE PVC SWING PIPE AND SCH40 FITTINGS
5. LASCO SWIVEL JOINT

FACTORY ASSEMBLED
FUNNY PIPE SWING JOINT

PVC FITTINGS AND NIPPLES CONTRACTOR ASSEMBLED
FUNNY PIPE SWING JOINT

FLEXIBLE PVC SWING PIPE
AND SCH40 FITTINGS

LASCO SWIVEL JOINT

1 2 3 4 5

1

2
3
4

5

6
7

8
9
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© COPYRIGHT 2014 BY SPRINKLER CONSULTANT AND RAIN PRO COMPANY - THE PICTORIAL AND GRAPHIC EXPRESSIONS OF THE RAIN PRO IRRIGATION POP-UP SPRAY SPRINKLER BODY, INCLUDED IN THE DETAIL ASSEMBLY, ALONG WITH ALL OTHER COMPONENTS DISPLAYED IN THESE DETAILS, ARE COPYRIGHTED UNDER THE LAWS OF THE UNITED STATES.   PERMISSION IS GRANTED TO IRRIGATION DESIGNERS AND CONSULTANTS FOR THE USE OF THESE DETAILS.  HOWEVER, THESE DETAILS ARE NOT TO BE ALTERED OR REVISED, IN ANY WAY WITHOUT
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12"

4"

4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904

NOZZLE: FIXED OR ADJ ARC

12

3

67

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
MODEL #904.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

4

5

1

12"

4"

4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904

12

3

7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO MODEL
#904.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

5

2

12"

4"

4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904

12

6

7

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO MODEL
#904.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

3 3

5

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

3

12"

4"

4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904

121 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
MODEL #904.

4

3 3

5

STREET ELBOW, 1/2" PVC SCH40, (MPTxFPT).5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC PIPE,
LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE, SIZE PER
SPRINKLER INLET.

8

6

9

PVC LATERAL (NON-PRESSURE PIPE). SIZE
PER PLAN.

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

4 4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904

12"

4"
1 2

3 3

5
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
MODEL #904.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

30-45°

4

6

5

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-30 PRD

12

3

6 7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-30 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

5

6

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-30 PRD

12

3

7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO 904-30
PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

5

7

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-30 PRD

12

6

7

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

3 3

5

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

8

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-30 PRD

121 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-30 PRD.

4

3 3

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

6

9

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

9 4" POP-UP SPRAY - RAIN-PRO 904-30 PRD

12"

4"
1 2

3 3

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-30 PRD.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

30-45°

4

6

5

10

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-40 PRD

12

3

6 7

3

1 2

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC
FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-40 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

74

5

11

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-40 PRD

12

3

7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

5

12

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-40 PRD

12

6

7

1 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

3 3

5

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

13

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-40 PRD

121 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-40 PRD.

4

3 3

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

6

9

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

14 4" POP-UP SPRAY - RAIN-PRO 904-40 PRD

12"

4"
1 2

3 3

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-40 PRD.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

30-45°

4

6

5

15

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV

12

3

6 7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO 904-CKV.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE

4

5

16

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV

12

3

7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE

NOZZLE: FIXED OR ADJ ARC

4

5

17

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV

12

6

7

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO 904-CKV.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

3 3

5

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE

NOZZLE: FIXED OR ADJ ARC

4

18

12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV

121 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV.

4

3 3

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

6

9

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE

NOZZLE: FIXED OR ADJ ARC

4

19 4" POP-UP SPRAY - RAIN-PRO 904-CKV

12"

4"
1 2

3 3

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

30-45°

4

6

5

20
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12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD

12

3

6 7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-30 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

5

4
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12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD

12

3

7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

5

4
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12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD

12

6

7

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

3 3

5

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

4
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12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD

121 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-30 PRD.

4

3 3

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

6

9

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

4

24 4" POP-UP SPRAY - RAIN-PRO 904-CKV-30 PRD

12"

4"
1 2

3 3

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-30 PRD.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

30-45°

4

6

5
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12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD

12

3

6 7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-40 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

5
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12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD

12

3

7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

5
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12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD

12

6

7

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

3 3

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

5

4
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12"

4"

4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD

121 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-40 PRD.

4

3 3

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

6

9

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

29 4" POP-UP SPRAY - RAIN-PRO 904-CKV-40 PRD

12"

4"
1 2

3 3

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-40 PRD.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

30-45°

4

6

5
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12"

4"

4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP

12

3

6 7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-NP. (NON-POTABLE PURPLE CAP)

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

5
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12"

4"

4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP

12

3

7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-NP. (NON-POTABLE PURPLE CAP)

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

5

32

12"

4"

4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP

12

6

7

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-NP. (NON-POTABLE PURPLE CAP)

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

3 3

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

5

4
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12"

4"

4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP

121 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO 904-NP.
(NON-POTABLE PURPLE CAP)

4

3 3

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC PIPE,
LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

6

9

PVC LATERAL (NON-PRESSURE PIPE). SIZE
PER PLAN.

9

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

34 4" POP-UP SPRAY SPRINKLER - RAIN-PRO 904-NP

12"

4"
1 2

3 3

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-NP. (NON-POTABLE PURPLE CAP)

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

30-45°

4

6

5
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12"

4"

4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

12

3

6 7

3

1 2

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC
FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-30 PRD-NP.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

74

5

36

12"

4"

4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

12

3

7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-30 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

4

5

37

12"

4"

4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

12

6

7

1 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-30 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

3 3

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

5

4

38

12"

4"

4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

121 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER
BODY, INSTALL IN TURF AREAS.
RAIN-PRO 904-CKV-30 PRD-NP.

4

3 3

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

6

9

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

4

39 4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

12"

4"
1 2

3 3

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-30 PRD-NP.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

30-45°

4

6

5

40
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12"

4"

4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

12

3

6 7

3

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

4

5

4

4" POP-UP SPRAY SPRINKLER BODY, INSTALL
IN TURF AREAS. RAIN-PRO 904-CKV-40 PRD-NP.

SWING JOINT: RAIN-PRO, SJA2-1205, 1/2"x12"
LAY ARM, FACTORY ASSEMBLED.

5

41

12"

4"

4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

NOZZLE: MPR, VAN & ROTARY.

12

3

7

3

1 2

6

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-40 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

4

5

42

12"

4"

4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

12

6

7

1 2

3 3

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-40 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

5

4

43

12"

4"

4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

121 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4" POP-UP SPRAY SPRINKLER
BODY, INSTALL IN TURF AREAS.
RAIN-PRO 904-CKV-40 PRD-NP.

4

3 3

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

6

9

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

44 4" POP-UP SPRINKLER RAIN-PRO 904-CKV-PRD-NP

12"

4"
1 2

3 3

30-45°

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF AREAS. RAIN-PRO
904-CKV-40 PRD-NP.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

5

45



12"

6"

6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO MODEL #906.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

2

12"

6"

6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

6

7

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO MODEL #906.

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

3

12"

6"

6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO MODEL #906.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

67

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

1

12"

6"

6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB
AREAS. RAIN-PRO MODEL #906.

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

7

8

6

9

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

4

4 6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906

12"

7

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO MODEL #906.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

6"

PLANT MATERIAL, TURF, SHRUB
& G.C.

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

30-45°

6

5

4

5

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-30 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

67

NOTE INSTALL WITH:
a. 30 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

6

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

NOTE INSTALL WITH:
a. 30 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

7

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,  FREE OF
ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING PIPE
1/2"x12", (2) 1436-005 ELBOWS (MIPTxBARB),
AND (1) 1/2"  ST. ELBOW, SCH40 PVC
(MIPTxFIPT).

5

6

7

NOTE INSTALL WITH:
a. 30 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

8

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE, FREE OF
ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY, INSTALL
IN TURF OR SHRUB AREAS. RAIN-PRO 906-30
PRD.

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC PIPE,
LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE, SIZE PER
SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE PIPE). SIZE
PER PLAN.

9

5

7

8

6

9
NOTE INSTALL WITH:
a. 30 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

4

9 6" POP-UP SPRAY - RAIN-PRO 906-30 PRD

12"

7

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-30 PRD.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

6"

PLANT MATERIAL, TURF, SHRUB
& G.C.

1 2

3

2

3

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

30-45°

6

5

4

10

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-40 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

67

NOTE INSTALL WITH:
a. 40 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

11

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

NOTE INSTALL WITH:
a. 40 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

12

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

6

7

NOTE INSTALL WITH:
a. 40 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

13

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-40 PRD.

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

7

8

6

9
NOTE INSTALL WITH:
a. 40 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

4

14 6" POP-UP SPRAY - RAIN-PRO 906-40 PRD

12"

7

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-40 PRD.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

6"

PLANT MATERIAL, TURF, SHRUB
& G.C.

1 2

3

2

3

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

30-45°

6

5

4

15

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

67

NOTE INSTALL WITH:
a. CKV CHECK VALVE

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

16

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

NOTE INSTALL WITH:
a. CKV CHECK VALVE

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

17

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

6

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

18

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV.

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

7

8

6

9 NOTE INSTALL WITH:
a. CKV CHECK VALVE

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

4

19 6" POP-UP SPRAY - RAIN-PRO 906-CKV

12"

7

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

6"

PLANT MATERIAL, TURF, SHRUB
& G.C.

1 2

3

2

3

NOTE INSTALL WITH:
a. CKV CHECK VALVE

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

30-45°

6

5

4

20
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12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

67

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD.

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

21

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4
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12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

6

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4
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12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD.

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

7

8

6

9
NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

4

24 6" POP-UP SPRAY - RAIN-PRO 906-CKV-30 PRD

12"

7

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

6"

PLANT MATERIAL, TURF, SHRUB
& G.C.

1 2

3

2

3

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

30-45°

6

5

4

25

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

67

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

26

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

NOZZLE: FIXED OR ADJ ARC

2"

5

4

27

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

6

7

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

NOZZLE: FIXED OR ADJ ARC

2"

5

4

28

12"

6"

6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD.

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

7

8

6

9

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

NOZZLE: FIXED OR ADJ ARC

2"

4

29 6" POP-UP SPRAY - RAIN-PRO 906-CKV-40 PRD

12"

7

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

6"

PLANT MATERIAL, TURF, SHRUB
& G.C.

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

NOZZLE: FIXED OR ADJ ARC

2"

30-45°

6

5

4

30

12"

6"

6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-NP. (NON-POTABLE PURPLE
CAP)

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

67

1 2

3

2

3

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

31

12"

6"

6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-NP. (NON-POTABLE
PURPLE CAP)

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

1 2

3

2

3

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

32

12"

6"

6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-NP. (NON-POTABLE PURPLE
CAP)

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

6

7

1 2

3

2

3

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

33

12"

6"

6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-NP. (NON-POTABLE PURPLE
CAP)

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

76

9

1 2

3

2

3

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

8

NOZZLE: FIXED OR ADJ ARC

2"

4

34 6" POP-UP SPRAY SPRINKLER - RAIN-PRO 906-NP

12"

7

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-NP. (NON-POTABLE
PURPLE CAP)

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

6"

PLANT MATERIAL, TURF, SHRUB
& G.C.

1 2

3

2

3

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

30-45°

6

5

4
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12"

6"

6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD-NP.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

67

1 2

3

2

3

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

36

12"

6"

6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

2"

5

4

37

12"

6"

6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

6

7

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

2"

5

4

38

12"

6"

6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD-NP.

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

7

8

6

9

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

2"

4

39 6" POP-UP SPRINKLER RAIN-PRO 906-CKV-30 PRD-NP

12"

7

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-30 PRD-NP.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

6"

PLANT MATERIAL, TURF, SHRUB
& G.C.

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

2"

30-45°

6

5

4

40
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12"

6"

6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD-NP.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

6
7

1 2

3

2

3

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

41

12"

6"

6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

657

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

2"

4

42

12"

6"

6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

6

7

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

2"

4

5

43

12"

6"

6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,  FREE OF
ROCK AND DEBRIS.

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD-NP.

4

STREET ELBOW, 1/2" PVC SCH40, (MPTxFPT).5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC  PIPE,
LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE, SIZE PER
SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE PIPE). SIZE
PER PLAN.

9

5

7

8

6

9

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

2"

4

44 6" POP-UP SPRINKLER RAIN-PRO 906-CKV-40 PRD-NP

12"

6
7

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

6" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN TURF OR SHRUB AREAS.
RAIN-PRO 906-CKV-40 PRD-NP.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

6"

PLANT MATERIAL, TURF, SHRUB
& G.C.

1 2

3

2

3

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH TO GRADE IN TURF AND 2" ABOVE GRADE FOR

SHRUB/GROUND COVER BEDS. INSTALL 4" FROM PAVED EDGE, BUILDINGS &
FENCE AREAS, ADJUST COVERAGE TO AVOID OVERSPRAY ONTO PAVED
SURFACES, FENCES, BUILDINGS AND PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

2"

30-45°

4

5

45
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12"

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER
BODY, INSTALL IN SHRUB AND
GROUND COVER AREAS. RAIN-PRO
MODEL 912.

4

3 3 SWING JOINT: RAIN-PRO,
SJA2-1205, 1/2"x12" LAY ARM,
FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

1

12"

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912

21 2

3 3

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

4

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER
BODY, INSTALL IN SHRUB AND
GROUND COVER AREAS. RAIN-PRO
MODEL 912.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3)
REQ'D, NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

5

2

12"

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER
BODY, INSTALL IN SHRUB AND
GROUND COVER AREAS. RAIN-PRO
MODEL 912.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

4

5

3

12"

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER
BODY, INSTALL IN SHRUB AND
GROUND COVER AREAS. RAIN-PRO
MODEL 912.

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

8

6

9

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

4

4 12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

12" POP-UP SPRAY SPRINKLER
BODY, INSTALL IN SHRUB AND GROUND
COVER AREAS. RAIN-PRO MODEL 912.

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

12"

21 2

3 3

5

67

PLANT MATERIAL (SHRUB & G.C.).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

4

5

12"

12" POP-UP SPRAY - RAIN-PRO 912-30 PRD

21 2

3 3

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 30 PSI PRD

2"

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-30 PRD.

4

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO,
SJA2-1205, 1/2"x12" LAY ARM,
FACTORY ASSEMBLED.

4

5

6

12"

12" POP-UP SPRAY - RAIN-PRO 912-30 PRD

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3)
REQ'D, NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 30 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-30 PRD.

2"

4

5

7

12"

12" POP-UP SPRAY - RAIN-PRO 912-30 PRD

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 30 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-30 PRD.

2"

4

5

8

12"

12" POP-UP SPRAY - RAIN-PRO 912-30 PRD

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

8

6

9

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 30 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-30 PRD.

2"

4

9 12" POP-UP SPRAY - RAIN-PRO 912-30 PRD

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

12"

21 2

3 3

67

PLANT MATERIAL (SHRUB & G.C.).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 30 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-30 PRD.

2"

4

5

10

12"

12" POP-UP SPRAY - RAIN-PRO 912-40 PRD

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-40 PRD.

4

3 3

SWING JOINT: RAIN-PRO,
SJA2-1205, 1/2"x12" LAY ARM,
FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 40 PSI PRD

2"

5

4

11

12"

12" POP-UP SPRAY - RAIN-PRO 912-40 PRD

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3)
REQ'D, NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 40 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-40 PRD.

2"

4

5

12

12"

12" POP-UP SPRAY - RAIN-PRO 912-40 PRD

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 40 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-40 PRD.

2"

4

5

13

12"

12" POP-UP SPRAY - RAIN-PRO 912-40 PRD

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

8

6

9

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 40 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-40 PRD.

2"

4

14 12" POP-UP SPRAY - RAIN-PRO 912-40 PRD

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

12"

21 2

3 3

67

PLANT MATERIAL (SHRUB & G.C.).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. 40 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-40 PRD.

2"

4

5

15

12"

12" POP-UP SPRAY - RAIN-PRO 912-CKV

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV.

4

3 3

SWING JOINT: RAIN-PRO,
SJA2-1205, 1/2"x12" LAY ARM,
FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE

2"

5

4

16

12"

12" POP-UP SPRAY - RAIN-PRO 912-CKV

21 2

3 3

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE

2"

4

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3)
REQ'D, NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV.

5

17

12"

12" POP-UP SPRAY - RAIN-PRO 912-CKV

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV.

2"

4

5

18 12" POP-UP SPRAY - RAIN-PRO 912-CKV

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

8

6

9

7

12"

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV.

2"

4

19 12" POP-UP SPRAY - RAIN-PRO 912-CKV

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

12"

21 2

3 3

67

PLANT MATERIAL (SHRUB & G.C.).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV.

2"

4

5

20
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12"

12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

2"

5

4

21

12"

12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3)
REQ'D, NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD.

2"

4

5

22

12"

12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD.

2"

4

5

23 12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

8

6

9

7

12"

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD.

2"

4

24 12" POP-UP SPRAY - RAIN-PRO 912-CKV-30 PRD

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

12"

21 2

67

PLANT MATERIAL (SHRUB & G.C.).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD.

2"

4

5

25

12"

12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD.

4

SWING JOINT: RAIN-PRO,
SJA2-1205, 1/2"x12" LAY ARM,
FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

2"

5

4

26

12"

12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3)
REQ'D, NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD.

2"

4

5

27

12"

12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD.

2"

4

5

28 12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

8

6

9

7

12"

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD.

2"

4

29 12" POP-UP SPRAY - RAIN-PRO 912-CKV-40 PRD

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

12"

21 2

67

PLANT MATERIAL (SHRUB & G.C.).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3 3

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD.

2"

4

5

30

12"

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-NP. (NON-POTABLE
PURPLE CAP)

4

3 3 SWING JOINT: RAIN-PRO,
SJA2-1205, 1/2"x12" LAY ARM,
FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

67

NOTE INSTALL WITH:
a. PURPLE CAP (NP).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

2"

5

4

31

12"

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3)
REQ'D, NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP

NOTE INSTALL WITH:
a. PURPLE CAP (NP).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-NP. (NON-POTABLE
PURPLE CAP)

2"

4

5

32

12"

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

67

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP

NOTE INSTALL WITH:
a. PURPLE CAP (NP).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-NP. (NON-POTABLE
PURPLE CAP)

2"

4

5

33

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

8

6

9

7

12"

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP

NOTE INSTALL WITH:
a. PURPLE CAP (NP).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-NP. (NON-POTABLE
PURPLE CAP)

2"

4

34

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

12"

21 2

3 3

67

PLANT MATERIAL (SHRUB & G.C.).

NOTE INSTALL WITH:
a. PURPLE CAP (NP).

12" POP-UP SPRAY SPRINKLER - RAIN-PRO 912-NP

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-NP. (NON-POTABLE
PURPLE CAP)

2"

4

5

35

12"

12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD-NP.

4

3 3
SWING JOINT: RAIN-PRO,
SJA2-1205, 1/2"x12" LAY ARM,
FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

2"

5

4

36

12"

12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3)
REQ'D, NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD-NP.

2"

4

5

37

12"

12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD-NP.

2"

4

5

38 12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

8

6

9

7

12"

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD-NP.

2"

4

39 12" POP-UP SPRINKLER RAIN-PRO 912-CKV-30PRD-NP

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

12"

21 2

3 3

67

PLANT MATERIAL (SHRUB & G.C.).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-30 PRD-NP.

2"

4

5

40
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12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP

FINISHED GRADE.1

2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

4

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

12"

21 2

3 3

67

PLANT MATERIAL (SHRUB & G.C.).

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD-NP.

2"

4

5

45

12"

12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP

21 2

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD-NP.

4

3 3

SWING JOINT: RAIN-PRO,
SJA2-1205, 1/2"x12" LAY ARM,
 FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

2"

5

4

41

12"

12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3)
REQ'D, NIPPLE 1/2" SCH80 PVC
(1) REQ'D, LENGTH AS NEEDED.

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD-NP.

2"

4

5

42

12"

12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST. ELBOW,
SCH40 PVC (MIPTxFIPT).

5

67

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD-NP.

2"

4

5

43 12" POP-UP SPRINKLER RAIN-PRO 912-CKV-40PRD-NP

21 2

3 3

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

5

8

6

9

7

12"

INSTALL POPUP SPRINKLERS:
1. PLUMB AND 2" ABOVE GRADE IN SHRUB/GROUND COVER AREAS. INSTALL 4"

FROM PAVED EDGE, BUILDINGS AND FENCE AREAS AND ADJUST COVERAGE
TO AVOID OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND
PARKING LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

12" POP-UP SPRAY SPRINKLER BODY,
INSTALL IN SHRUB BED AREAS.
RAIN-PRO 912-CKV-40 PRD-NP.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

2"

4

44

© COPYRIGHT 2014 BY SPRINKLER CONSULTANT AND RAIN PRO COMPANY - THE PICTORIAL AND GRAPHIC EXPRESSIONS OF THE RAIN PRO IRRIGATION POP-UP SPRAY SPRINKLER BODY, INCLUDED IN THE DETAIL ASSEMBLY, ALONG WITH ALL OTHER COMPONENTS DISPLAYED IN THESE DETAILS, ARE COPYRIGHTED UNDER THE LAWS OF THE UNITED STATES.   PERMISSION IS GRANTED TO IRRIGATION DESIGNERS AND CONSULTANTS FOR THE USE OF THESE DETAILS.  HOWEVER, THESE DETAILS ARE NOT TO BE ALTERED OR REVISED, IN ANY WAY WITHOUT
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12"

7"

7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T

NOZZLE: FIXED OR ADJ ARC

3

67

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO MODEL #907T.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

2

3

2"

5

4

1

12"

7"

7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
MODEL #907T.

5

4

2

12"

7"

7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
MODEL #907T.

5

4

3

12"

7"

7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8
TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

86

9 PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL
IN TURF OR SHRUB/GROUND
COVER AREAS. RAIN-PRO MODEL
#907T.

4

4 7" POP-UP SPRAY SPRINKLER - RAIN-PRO 907T

12"

7"

7

FINISHED GRADE.1

PLANT MATERIAL (TURF/SHRUBS/GC).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 7" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO MODEL #907T.

30-45°

5

6

4

5

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD

6 7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-30 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

6

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
907T-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

7

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
907T-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

8

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-30 PRD.

4

9 7" POP-UP SPRAY HEAD - RAIN-PRO 907T-30 PRD

12"

7"

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-30 PRD.

30-45°

5

6

4

10

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-40 PRD.

4

5

4

11

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
907T-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

12

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD

6

7

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
907T-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

13

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-40 PRD.

4

14 7" POP-UP SPRAY HEAD - RAIN-PRO 907T-40 PRD

12"

7"

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-40 PRD.

5

6

4

15

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,  FREE OF
ROCK AND DEBRIS.

3

SWING JOINT: RAIN-PRO, SJA2-1205, 1/2"x12"
LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE

3

1 2

2

3

2"

6 7

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-CKV.

4

5

4

16

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
907T-CKV.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

17

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
907T-CKV.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

18

12"

7"

7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV.

4

19 7" POP-UP SPRAY HEAD - RAIN-PRO 907T-CKV

12"

7"

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV.

30-45°

5

6

4

20
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12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-CKV-30 PDR.

4

5

4

21

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
907T-CKV-30 PDR.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

22

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
907T-CKV-30 PDR.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

23

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV-30 PDR.

4

24 7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-30 PRD

12"

7"

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV-30 PDR.

30-45°

5

6

4

25

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-CKV-40 PRD.

4

5

4

26

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-CKV-40 PRD.

4

5

4

27

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-CKV-40 PRD.

4

5

4

28

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2" STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV-40 PRD.

4

4

29 7" POP-UP SPRAY HEAD-RAIN-PRO 907T-CKV-40 PRD

12"

7"

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV-40 PRD.

4

30-45°

5

6

4

30

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-NP.

4

5

4

31

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-NP.

4

5

4

32

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-NP.

4

5

4

33

12"

7"

7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-NP.

4

34 7" POP-UP SPRAY HEAD-RAIN-PRO 907T-NP

12"

7"

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-NP.

30-45°

5

6

4

35

12"

7"

7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-CHK-30 PRD-NP.

4

5

4

36

12"

7"

7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-CHK-30 PRD-NP.

4

5

4

37

12"

7"

7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, SPRAY SPRINKLER,
INSTALL IN TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 907T-CHK-30 PRD-NP.

4

5

4

38

12"

7"

7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2" STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CHK-30 PRD-NP.

4

4

39 7" POP-UP SPRAY RAIN-PRO 907T-CKV-30 PRD-NP

12"

7"

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CHK-30 PRD-NP.

4

30-45°

5

6

4

40
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12"

7"

7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV-40 PRD-NP.

4

5

4

41

12"

7"

7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP

NOZZLE: MPR, VAN & ROTARY.

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2" SCH40
PVC (MIPTxFIPT) (3) REQ'D, NIPPLE 1/2"
SCH80 PVC (1) REQ'D, LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3

1 2

2

3

2"

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV-40 PRD-NP.

4

4

5

42

12"

7"

7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE, SIZE PER
SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING PIPE
1/2"x12", (2) 1436-005 ELBOWS (MIPTxBARB),
AND (1) 1/2"  ST. ELBOW, SCH40 PVC
(MIPTxFIPT).

5

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV-40 PRD-NP.

4

4

5

43

12"

7"

7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)INSTALL POPUP SPRINKLERS:

1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM
PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2" STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC PIPE,
LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE, SIZE PER
SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

9

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV-40 PRD-NP.

4

4

44 7" POP-UP SPRAY RAIN-PRO 907T-CKV-40 PRD-NP

12"

7"

7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)INSTALL POPUP SPRINKLERS:

1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM
PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

7" TELESCOPING PISTON, SPRAY
SPRINKLER, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.
RAIN-PRO 907T-CKV-40 PRD-NP.

4

30-45°

4

5

6

45
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12"

13"

13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T

NOZZLE: FIXED OR ADJ ARC

3

67

1 2

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
MODEL 913T.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

2

3

2"

5

4

1

12"

13"

13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
MODEL 913T.

5

4

2

12"

13"

13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
MODEL 913T.

4

5

3

12"

13"

13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

4

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

7

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8
6

9
PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO MODEL 913T.

4

4 13" POP-UP SPRAY SPRINKLER - RAIN-PRO 913T

12"

13"

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF/SHRUBS/GC).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

LASCO, 3/4" SWIVEL JOINT, 3/4"
SPIGOT INLET X ½” MIPT OUTLET,
PART #T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
SHRUB/GROUND COVER AREAS.
RAIN-PRO MODEL 913T.

30-45°

4

5

5

12"

13"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD

6 7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-30 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

4

1 2

2

3

2"

5

6

12"

13"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

3

1 2

2

3

2"

5

7

12"

13"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

3

1 2

2

3

2"

5

8

12"

13"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 913T-30 PRD.

9 13" POP-UP SPRAY HEAD - RAIN-PRO 913T-30PRD

12"

13"

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

LASCO, 3/4" SWIVEL JOINT, 3/4"
SPIGOT INLET X ½” MIPT OUTLET,
PART #T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

4

3

1 2

2

3

2"

4 13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
SHRUB/GROUND COVER AREAS.
RAIN-PRO 913T-30 PRD.

30-45°

5

10

12"

7"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD

6 7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-40 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

11

12"

7"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

12

12"

7"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD

6

7

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-40 PRD.

4

4

5

13

12"

7"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 913T-40 PRD.

4

14 13" POP-UP SPRAY HEAD - RAIN-PRO 913T-40 PRD

12"

7"

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
SHRUB/GROUND COVER AREAS.
RAIN-PRO 913T-40 PRD.

30-45°

4

5

15

12"

7"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
MODEL 913T-CKV.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

NOTE INSTALL WITH:
a. CKV CHECK VALVE

3

1 2

2

3

2"

6 7
5

4

16

12"

7"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
MODEL 913T-CKV.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

17

12"

7"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
MODEL 913T-CKV.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

5

18

12"

7"

13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO MODEL 913T-CKV.

4

19 13" POP-UP SPRAY HEAD - RAIN-PRO 913T-CKV

12"

7"

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

LASCO, 3/4" SWIVEL JOINT, 3/4"
SPIGOT INLET X ½” MIPT OUTLET,
PART #T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
SHRUB/GROUND COVER AREAS.
RAIN-PRO MODEL #913T-CKV.

30-45°

4

5

20
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12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-30 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7
5

4

21

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

22

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-30 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

5

23

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 913T-CKV-30 PRD.

4

24 13" POP-UP SPRAY RAIN-PRO 913T-CKV-30 PRD

12"

7"

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
SHRUB/GROUND COVER AREAS.
RAIN-PRO 913T-CKV-30 PRD.

30-45°

4

5

25

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-40 PRD.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7
5

4

26

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD

7

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

27

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-40 PRD.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

5

28

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO 913T-CKV-40 PRD.

4

29 13" POP-UP SPRAY RAIN-PRO 913T-CKV-40 PRD

12"

7"

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

LASCO, 3/4" SWIVEL JOINT, 3/4"
SPIGOT INLET X ½” MIPT OUTLET,
PART #T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
SHRUB/GROUND COVER AREAS.
RAIN-PRO 913T-CKV-40 PRD.

30-45°

4

5

30

12"

7"

13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.  RAIN-PRO
913T-NP. (NON-POTABLE PURPLE CAP)

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7
5

4

31

12"

7"

13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.  RAIN-PRO
913T-NP. (NON-POTABLE PURPLE CAP)

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

32

12"

7"

13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.  RAIN-PRO
913T-NP. (NON-POTABLE PURPLE CAP)

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

5

33

12"

7"

13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.  RAIN-PRO
913T-NP. (NON-POTABLE PURPLE CAP)

4

34 13" POP-UP SPRAY HEAD-RAIN-PRO 913T-NP

12"

7"

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
SHRUB/GROUND COVER AREAS.
RAIN-PRO 913T-NP. (NON-POTABLE
PURPLE CAP)

30-45°

4

5

35

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.  RAIN-PRO
913T-CKV-30 PRD-NP.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7
5

4

36

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP

7

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS.  RAIN-PRO
913T-CKV-30 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

5

4

37

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP

6

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-30 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

5

38

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC
SCH40, (MPTxFPT).

5

STREET ELBOW, 1/2" PVC
SCH40, (MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
TURF OR SHRUB/GROUND COVER
AREAS. RAIN-PRO
913T-CKV-30PRD-NP.

4

39 13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 30-NP

12"

7"

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CKV CHECK VALVE
b. 30 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
SHRUB/GROUND COVER AREAS.
RAIN-PRO 913T-CKV-30 PRD-NP.

30-45°

4

5

40

© COPYRIGHT 2014 BY SPRINKLER CONSULTANT AND RAIN PRO COMPANY - THE PICTORIAL AND GRAPHIC EXPRESSIONS OF THE RAIN PRO IRRIGATION POP-UP SPRAY SPRINKLER BODY, INCLUDED IN THE DETAIL ASSEMBLY, ALONG WITH ALL OTHER COMPONENTS DISPLAYED IN THESE DETAILS, ARE COPYRIGHTED UNDER THE LAWS OF THE UNITED STATES.   PERMISSION IS GRANTED TO IRRIGATION DESIGNERS AND CONSULTANTS FOR THE USE OF THESE DETAILS.  HOWEVER, THESE DETAILS ARE NOT TO BE ALTERED OR REVISED, IN ANY WAY WITHOUT
EXPRESSED WRITTEN PERMISSION FROM SPRINKLER CONSULTANT AND/OR RAIN PRO. THESE DETAILS ARE NOT FOR RESALE AND MAY BE FREELY DOWNLOADED FROM LANDFX AND USED ON ANY IRRIGATION PROJECT BY THE IRRIGATION ENGINEER OR CONSULTANT.  THE DETAIL ASSEMBLY LAYOUT, INCLUDING ALL EQUIPMENT  COMPONENTS SHOWN IN THESE DETAILS, AND THE GRAPHIC FORMAT OF THESE DETAILS, SHALL REMAIN IN PERPETUITY THE EXCLUSIVE PROPRIETARY PROPERTY OF SPRINKLER CONSULTANT.

© COPYRIGHT 2014 BY SPRINKLER CONSULTANT AND RAIN PRO COMPANY - THE PICTORIAL AND GRAPHIC EXPRESSIONS OF THE RAIN PRO IRRIGATION POP-UP SPRAY SPRINKLER BODY, INCLUDED IN THE DETAIL ASSEMBLY, ALONG WITH ALL OTHER COMPONENTS DISPLAYED IN THESE DETAILS, ARE COPYRIGHTED UNDER THE LAWS OF THE UNITED STATES.   PERMISSION IS GRANTED TO IRRIGATION DESIGNERS AND CONSULTANTS FOR THE USE OF THESE DETAILS.  HOWEVER, THESE DETAILS ARE NOT TO BE ALTERED OR REVISED, IN ANY WAY WITHOUT
EXPRESSED WRITTEN PERMISSION FROM SPRINKLER CONSULTANT AND/OR RAIN PRO. THESE DETAILS ARE NOT FOR RESALE AND MAY BE FREELY DOWNLOADED FROM LANDFX AND USED ON ANY IRRIGATION PROJECT BY THE IRRIGATION ENGINEER OR CONSULTANT.  THE DETAIL ASSEMBLY LAYOUT, INCLUDING ALL EQUIPMENT  COMPONENTS SHOWN IN THESE DETAILS, AND THE GRAPHIC FORMAT OF THESE DETAILS, SHALL REMAIN IN PERPETUITY THE EXCLUSIVE PROPRIETARY PROPERTY OF SPRINKLER CONSULTANT.

© COPYRIGHT 2014 BY SPRINKLER CONSULTANT AND RAIN PRO COMPANY - THE PICTORIAL AND GRAPHIC EXPRESSIONS OF THE RAIN PRO IRRIGATION POP-UP SPRAY SPRINKLER BODY, INCLUDED IN THE DETAIL ASSEMBLY, ALONG WITH ALL OTHER COMPONENTS DISPLAYED IN THESE DETAILS, ARE COPYRIGHTED UNDER THE LAWS OF THE UNITED STATES.   PERMISSION IS GRANTED TO IRRIGATION DESIGNERS AND CONSULTANTS FOR THE USE OF THESE DETAILS.  HOWEVER, THESE DETAILS ARE NOT TO BE ALTERED OR REVISED, IN ANY WAY WITHOUT
EXPRESSED WRITTEN PERMISSION FROM SPRINKLER CONSULTANT AND/OR RAIN PRO. THESE DETAILS ARE NOT FOR RESALE AND MAY BE FREELY DOWNLOADED FROM LANDFX AND USED ON ANY IRRIGATION PROJECT BY THE IRRIGATION ENGINEER OR CONSULTANT.  THE DETAIL ASSEMBLY LAYOUT, INCLUDING ALL EQUIPMENT  COMPONENTS SHOWN IN THESE DETAILS, AND THE GRAPHIC FORMAT OF THESE DETAILS, SHALL REMAIN IN PERPETUITY THE EXCLUSIVE PROPRIETARY PROPERTY OF SPRINKLER CONSULTANT.

© COPYRIGHT 2014 BY SPRINKLER CONSULTANT AND RAIN PRO COMPANY - THE PICTORIAL AND GRAPHIC EXPRESSIONS OF THE RAIN PRO IRRIGATION POP-UP SPRAY SPRINKLER BODY, INCLUDED IN THE DETAIL ASSEMBLY, ALONG WITH ALL OTHER COMPONENTS DISPLAYED IN THESE DETAILS, ARE COPYRIGHTED UNDER THE LAWS OF THE UNITED STATES.   PERMISSION IS GRANTED TO IRRIGATION DESIGNERS AND CONSULTANTS FOR THE USE OF THESE DETAILS.  HOWEVER, THESE DETAILS ARE NOT TO BE ALTERED OR REVISED, IN ANY WAY WITHOUT
EXPRESSED WRITTEN PERMISSION FROM SPRINKLER CONSULTANT AND/OR RAIN PRO. THESE DETAILS ARE NOT FOR RESALE AND MAY BE FREELY DOWNLOADED FROM LANDFX AND USED ON ANY IRRIGATION PROJECT BY THE IRRIGATION ENGINEER OR CONSULTANT.  THE DETAIL ASSEMBLY LAYOUT, INCLUDING ALL EQUIPMENT  COMPONENTS SHOWN IN THESE DETAILS, AND THE GRAPHIC FORMAT OF THESE DETAILS, SHALL REMAIN IN PERPETUITY THE EXCLUSIVE PROPRIETARY PROPERTY OF SPRINKLER CONSULTANT.



12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-40 PRD-NP.

4

SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY
ASSEMBLED.

5

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

6 7

4

5

41

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP

NOZZLE: MPR, VAN & ROTARY.

7

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-40 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

5 SWING JOINT: STREET ELBOW 1/2"
SCH40 PVC (MIPTxFIPT) (3) REQ'D,
NIPPLE 1/2" SCH80 PVC (1) REQ'D,
LENGTH AS NEEDED.

6

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

3

1 2

2

3

2"

4

5

42

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP

6

7

FINISHED GRADE.1

PLANT MATERIAL.2

CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

13" TELESCOPING PISTON, POP-UP SPRAY
SPRINKLER BODY, INSTALL IN TURF OR
SHRUB/GROUND COVER AREAS. RAIN-PRO
913T-CKV-40 PRD-NP.

4

TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE PER PLAN.

7

SWING JOINT: RAIN-PRO, SWING
PIPE 1/2"x12", (2) 1436-005 ELBOWS
(MIPTxBARB), AND (1) 1/2"  ST.
ELBOW, SCH40 PVC (MIPTxFIPT).

5

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

5

43

12"

7"

13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP

FINISHED GRADE.1

PLANT MATERIAL.2
CLEAN SOIL, AMENDED/NATIVE,
FREE OF ROCK AND DEBRIS.

3

5

76

9

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)INSTALL POPUP SPRINKLERS:

1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM
PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4

STREET ELBOW, 1/2" PVC SCH40,
(MPTxFPT).

5

STREET ELBOW, 1/2" PVC SCH40,
(MPTxSOCKET).

6

SWING PIPE, 1/2" IPS FLEX PVC
PIPE, LENGTH AS REQUIRED.

7

8
TEE/EL, PVC SCH40 LINE SIZE,
SIZE PER SPRINKLER INLET.

8

PVC LATERAL (NON-PRESSURE
PIPE). SIZE PER PLAN.

9

13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
TURF OR SHRUB OR GROUND COVER
AREAS. RAIN-PRO 913T-CKV-40
PRD-NP.

4

44 13" POP-UP SPRAY RAIN-PRO 913T-CKV-PRD 40 -NP

12"

7"

6
7

FINISHED GRADE.1

PLANT MATERIAL (TURF).2

CLEAN SOIL, AMENDED/NATIVE, FREE
OF ROCK AND DEBRIS.

3

LASCO, 3/4" SWIVEL JOINT, 3/4" SPIGOT
INLET X ½” MIPT OUTLET, PART
#T7522-212.

5

TEE/EL, PVC SCH40 LINE SIZE, SIZE
PER SPRINKLER INLET.

6

PVC LATERAL (NON-PRESSURE PIPE).
SIZE/TYPE PER PLAN.

7

NOTE INSTALL WITH:
a. CHECK VALVE
b. 40 PSI PRD
c. PURPLE CAP (NP)

INSTALL POPUP SPRINKLERS:
1. PLUMB AND FLUSH WITH FINISHED GRADE IN TURF AREAS. INSTALL 4" FROM

PAVED EDGE, BUILDINGS, FENCE AREAS AND ADJUST COVERAGE TO AVOID
OVERSPRAY ONTO PAVED SURFACES, FENCES, BUILDINGS AND PARKING
LOTS.

2. INSTALL WITH TEFLON SEALANT ON THREADED CONNECTIONS.

NOZZLE: FIXED OR ADJ ARC

3

1 2

2

3

2"

4 13" TELESCOPING PISTON, POP-UP
SPRAY SPRINKLER BODY, INSTALL IN
SHRUB/GROUND COVER AREAS.
RAIN-PRO 913T-CKV-40 PRD-NP.

30-45°

4

5

45
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RISER MOUNT SPRAY SPRINKLER - RAIN PRO

1

2

3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

6

7

3

FINISH GRADE OR TOP OF MULCH

4

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2)
TWO ARE REQUIRED.

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

1 SPRAY NOZZLE, RAIN PRO SERIES, FEMALE
THREADS.

36"

12"

24"

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

9

10 LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

8910 8
SWING JOINT, (STREET. ELBOW (3) THREE
REQUIRED), (2) TWO 1/2" (FIPTxMIPT) &
(1) ONE 1/2" (FIPTxFIPT) WITH NIPPLE
SCH80 PVC 1/2" x LENGTH AS NEEDED.

2
SHRUB ADAPTER MALE, RAIN PRO, (#500-
100), TO FIT FEMALE THREAD NOZZLE.

01 RISER MOUNT SPRAY SPRINKLER - RAIN PRO

1

3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

6

7

3

FINISH GRADE OR TOP OF MULCH

4

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2)
TWO ARE REQUIRED.

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

1 SPRAY NOZZLE, RAIN PRO SERIES, FEMALE
THREADS.

36"

12"

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

9

9

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

10

LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

10

8
SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

8

2

2
SHRUB ADAPTER MALE, RAIN PRO, (#500-
100), TO FIT FEMALE THREAD NOZZLE.

24"

02 RISER MOUNT SPRAY SPRINKLER - RAIN PRO

1

2

3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

6

7

3
FINISH GRADE OR TOP OF MULCH

4

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2)
TWO ARE REQUIRED.

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

1 SPRAY NOZZLE, RAIN PRO SERIES, FEMALE
THREADS.

36"

12"

24"

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

9

10 LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

8910 8
SWING JOINT, (STREET. ELBOW (3) THREE
REQUIRED), (2) TWO 1/2" (FIPTxMIPT) &
(1) ONE 1/2" (FIPTxFIPT) WITH NIPPLE
SCH80 PVC 1/2" x LENGTH AS NEEDED.

2
SHRUB ADAPTER MALE, RAIN PRO,
#500-100-R, TO FIT FEMALE THREAD
NOZZLE, (RECLAIMED PURPLE).

03

12"

RISER MOUNT SPRAY SPRINKLER - RAIN PRO

1

3 4

5

6

7

1 SPRAY NOZZLE, RAIN PRO SERIES, FEMALE
THREADS.

36"

12"

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

910

3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

6

7

FINISH GRADE OR TOP OF MULCH

CLAMP, GEAR TYPE, STAINLESS STEEL, (2)
TWO ARE REQUIRED.

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

9

10 LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

8 SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

8

24"

2

2
SHRUB ADAPTER MALE, RAIN PRO,
#500-100-R, TO FIT FEMALE THREAD
NOZZLE, (RECLAIMED PURPLE).

04

36"

12"

24"

RISER MOUNT SPRAY SPRINKLER - RAIN PRO

1

2

3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

6

7

8

9

3

FINISH GRADE OR TOP OF MULCH

4

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2)
TWO ARE REQUIRED.

6

REBAR #4, 4-FT LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

1 SPRAY NOZZLE, RAIN PRO SERIES, MALE
THREADS.

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

9

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

10

LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

10

8

SWING JOINT, (STREET. ELBOW (3) THREE
REQUIRED), (2) TWO 1/2" (FIPTxMIPT) &
(1) ONE 1/2" (FIPTxFIPT) WITH NIPPLE
SCH80 PVC 1/2" x LENGTH AS NEEDED.

2
SHRUB ADAPTER FEMALE, RAIN PRO,
#500-101, TO FIT MALE THREAD NOZZLE.

05 RISER MOUNT SPRAY SPRINKLER - RAIN PRO

1

3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

6

7

3

FINISH GRADE OR TOP OF MULCH

4

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2)
TWO ARE REQUIRED.

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

1 SPRAY NOZZLE, RAIN PRO SERIES, MALE
THREADS.

36"

12"

24"

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

9

9

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

10

LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

10

8
SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

8

2

2
SHRUB ADAPTER FEMALE, RAIN PRO,
#500-101, TO FIT MALE THREAD NOZZLE.

06 RISER MOUNT SPRAY SPRINKLER - RAIN PRO

1

2

3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

6

7

3
FINISH GRADE OR TOP OF MULCH

4

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2)
TWO ARE REQUIRED.

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

1 SPRAY NOZZLE, RAIN PRO SERIES, MALE
THREADS.

36"

12"

24"

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

9

10 LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

8910 8
SWING JOINT, (STREET. ELBOW (3) THREE
REQUIRED), (2) TWO 1/2" (FIPTxMIPT) &
(1) ONE 1/2" (FIPTxFIPT) WITH NIPPLE
SCH80 PVC 1/2" x LENGTH AS NEEDED.

2
SHRUB ADAPTER FEMALE, RAIN PRO, #500
-101-R1, TO FIT MALE THREAD NOZZLE,
(RECLAIMED PURPLE).

07 RISER MOUNT SPRAY SPRINKLER - RAIN PRO

1

3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

6

7

3
FINISH GRADE OR TOP OF MULCH

4

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2)
TWO ARE REQUIRED.

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

1 SPRAY NOZZLE, RAIN PRO SERIES, MALE
THREADS.

36"

12"

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

9

9

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

10

LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

10

8 SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

8

24"

2

2
SHRUB ADAPTER FEMALE, RAIN PRO, #500
-101-R1, TO FIT MALE THREAD NOZZLE,
(RECLAIMED PURPLE).

08

12"

RISER MOUNT SPRAY HEAD W/PRD - RAIN PRO

3 4

1

2

FINISH GRADE OR TOP OF MULCH3
PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2) TWO
ARE REQUIRED.

6

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

7

89

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

9

10

10

LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

8 SWING JOINT, (STREET. ELBOW (3) THREE
REQUIRED), (2) TWO 1/2" (FIPTxMIPT) &
(1) ONE 1/2" (FIPTxFIPT) WITH NIPPLE
SCH80 PVC 1/2" x LENGTH AS NEEDED.

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

36"

24"

1 ROTARY NOZZLE, WITH MALE THREADS.

2 SHRUB ADAPTER WITH MALE THREADS
PRESSURE REGULATION @ 40 PSI.
RAIN PRO MODEL #500-200-30-PRD

09 RISER MOUNT SPRAY HEAD W/PRD - RAIN PRO

3 4

FINISH GRADE OR TOP OF MULCH3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2) TWO
ARE REQUIRED.

6

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

7

8
SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

8

9

9

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

10

LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

10

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

12"

36"

24"

1

2

1 ROTARY NOZZLE, WITH MALE THREADS.

2 SHRUB ADAPTER WITH MALE THREADS
PRESSURE REGULATION @ 40 PSI.
RAIN PRO MODEL #500-200-30-PRD

10 RISER MOUNT SPRAY HEAD W/PRD - RAIN PRO

3 4

1

2

FINISH GRADE OR TOP OF MULCH3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2) TWO
ARE REQUIRED.

6

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

7

89

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

9

10

10

LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

8 SWING JOINT, (STREET. ELBOW (3) THREE
REQUIRED), (2) TWO 1/2" (FIPTxMIPT) &
(1) ONE 1/2" (FIPTxFIPT) WITH NIPPLE
SCH80 PVC 1/2" x LENGTH AS NEEDED.

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

12"

36"

24"

1 ROTARY NOZZLE WITH FEMALE THREADS.

2
SHRUB ADAPTER WITH MALE THREADS
PRESSURE REGULATION @ 30 PSI,
RAIN PRO MODEL #500-201-40-PRD.

11 RISER MOUNT SPRAY HEAD W/PRD - RAIN PRO

3 4

FINISH GRADE OR TOP OF MULCH3

PLANT MATERIAL, (SHRUB OR GROUND
COVER).

4

5

5

CLAMP, GEAR TYPE, STAINLESS STEEL, (2) TWO
ARE REQUIRED.

6

6

REBAR #4, 4' LENGTH MINIMUM, EPOXY
POWDER COATED.

7

NIPPLE, SCH80 PVC, 1/2" x LENGTH AS
NEEDED.

7

8
SWING JOINT: RAIN-PRO, SJA2-1205,
1/2"x12" LAY ARM, FACTORY ASSEMBLED.

8

9

9

TEE, SCH40 (SLIPxSLIPxFIPT) SIZE PER
DESIGN x 1/2" FIPT.

10

LATERAL PIPE PVC, SIZE PER DESIGN, SEE
MATERIAL SCHEDULE FOR TYPE.

10

NOTES:
1. MINIMUM HEIGHT OF RISER WILL BE 24-INCHES ABOVE FINISHED GRADE.

2. ADJUST NOZZLES TO AVOID OVERSPRAY.

3. USE A NON-HARDENING TEFLON PIPE SEALANT ON ALL THREADED CONNECTIONS.

12"

36"

24"

1

2

1 ROTARY NOZZLE WITH FEMALE THREADS.

2
SHRUB ADAPTER WITH MALE THREADS
PRESSURE REGULATION @ 30 PSI,
RAIN PRO MODEL #500-201-40-PRD.

12
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